


































Models and specifications

U2741A Digital Multimeter

Each U2741A comes with:

 	 12 V, 2A AC/DC Power Adapter

 	 Power Cord

 	 Standard Test Lead 

 	 USB Standard-A to Mini-B Interface Cable

 	 L-Mount Kit (used with modular product chassis)

 	 Agilent USB Modular Products Quick Start Guide

 	 Agilent Measurement Manager Quick Reference Card

 	 Certificate of Calibration  

 	 Agilent USB Modular Products Reference CD-ROM

 	 Agilent Automation-Ready CD-ROM (contains the Agilent 	
IO Libraries Suite)

Ordering Information

Technical Datasheet:

Literature no. 5989-9923EN

DCV Accuracy

Reading Speed-DCV

Measurement

Type of connectivity

0.02 %

100 readings/second

DCV, ACV, DCI, ACI, 2-wire 
and 4-wire resistance, 
frequency, temperature, 
diode, continuity tests

USB 2.0

Accessories:

U2921A-101 USB Secure Cable, 2m

34138A Test Lead Set

E2308A 5 kW Thermistor Temperature Probe
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View voltage along with time 
using dual display mode
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Accessories Compatibility Chart

11059A Kelvin Probe set

11060A Surface Mount Device probe

11062A Kelvin Clip set

34102A Low thermal input cable

34103A Low thermal shorting plug

34104A Low thermal Input Connector

34133A Precision Electronic test leads

34134A DC coupled current probe

34136A High Voltage probe

34138A Test Lead set

34330A 30 A Current Shunt

U8201A Combo Test Lead kit

U8202A Electronic Test Lead kit

E2308A Thermistor Temperature Probe

E3600A-100 Test Lead Kit

34131A Transit case

34161A Accessory Pouch

34162A Accessory Pouch

34171B Input Terminal block

34172B Calibration Short

34190A Rackmount Kit

34191A 2U Dual Flange Kit

34194A Dual Lock Link Kit

34308A Thermistor Kit

34398A RS-232 Cable, 9-pin (F) to 9-pin (F)

Y1133A Low-thermal External DMM 
Scanning Kit

U1161A Extended Test Lead kit

U1580A DMM Terminal Test Lead Set

34137A Deluxe Test Lead set

U1168A Standard Test Lead Kit (with 
19-mm tips and 4-mm tips)

Description U3401A U3402A U3606A 34405A 34401A 34410A 34411A 34420A 3458A U1210 
Series

U1240 
Series

U1250 
Series

U1401A/
U1401B

U2741A
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Agilent GPIB and Instrument Control Products helps connect 

your instruments to PC easily, reliably and affordably. From 

legendary GPIB cables to the world’s first LXI Class B 

triggering device, see how each provides seamless integration 

of your instrument no matter where they are placed in your 

system. 

Linking up your instruments to the PC

82350B

82351A

10833X

10834A82357B

E5813A

E5810A

E5805A

U1169A Test Probe Leads (with 19-mm tips 
and 4-mm tips)

U1180A Thermocouple adapter and 
Lead Kit

U1162A Alligator clips

U1163A SMT grabbers

U1164A Fine-tip test probes

U1583A AC Current Clamp

U5402A Yellow Test Lead for mA simulation

U1181A Immersion Temperature Probe

U1182A Industrial Surface Temperature 
Probe

U1183A Air Temperature Probe

U1184A Temperature Probe Adapter

U1185A J-type thermocouple and adapter

U1186A K-type thermocouple and adapter

U1171A Magnetic Hanging Kit

U1172A Transit Case (Aluminium-clad)

U1174A Soft Carrying Case

U1175A Soft Carrying Case

U1591A Carrying Case (PVC Leather)

U1170A  Battery Charger adapter

U1173A IR-to-USB cable

U5481A IR-to-USB cable

Description U3401A U3402A U3606A 34405A 34401A 34410A 34411A 34420A 3458A U1210 
Series

U1240 
Series

U1250 
Series

U1401A/
U1401B

U2741A



Remove all doubt Our repair and calibration services will get your equipment back to you, performing like new, when promised. You will 
get full value out of your Agilent equipment through-out its lifetime. Your equipment will be serviced by Agilent-trained 
technicians using the latest factory calibration procedures, automated repair diagnostics and genuine parts. You will 
always have the utmost confidence in your measurements. For information regarding self maintenance of this product, 
please contact your Agilent office.

Agilent offers a wide range of additional expert test and measurement services  for your equipment, including initial 
start-up assistance onsite education    and training, as well as design, system integration, and project management.

For more information on repair and
calibration services, go to:

www.agilent.com/find/removealldoubt

For more information on Agilent
Technologies’ products, applications or
services, please contact your local Agilent
office. The complete list is available at:

www.agilent.com/find/contactus

Americas
Canada
Latin America
United States

(877) 894 4414
305 269 7500
(800) 829 4444

Asia Pacific
Australia
China
Hong Kong
India
Japan
Korea
Malaysia
Singapore
Taiwan
Thailand

1 800 629 485
800 810 0189
800 938 693
1 800 112 929
0120 (421) 345
080 769 0800
1 800 888 848
1 800 375 8100
0800 047 866
1 800 226 008

www.agilent.com
www.agilent.com/find/dmm

Europe & Middle East
Austria
Belgium
Denmark
Finland
France

Germany
Ireland
Israel
Italy
Netherlands
Spain
Sweden
Switzerland
United Kingdom
Other European Countries:
www.agilent.com/find/contactus

43 (0) 1 360 277 1571
32 (0) 2 404 93 40
45 70 13 15 15
358 (0) 10 855 2100
0825 010 700*
*0.125 /minute
49 (0) 7031 464 6333
1890 924 204
972-3-9288-504/544
39 02 92 60 8484
31 (0) 20 547 2111
34 (91) 631 3300
0200-88 22 55
0800 80 53 53
44 (0) 118 9276201
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Electro Sonic Contact (North America)
Toll Free
Vancouver
Calgary
Winnipeg 
Toronto
Ottawa 
Montreal
U.S.A.

(800) 567   7642
(604) 273 2911
(403) 255 9550
(204) 783 3105
(416) 494 1666
(613) 728 8333 
(514) 748 7942
(716) 876 1666 




